Wall Framing

Wet Area Plasterboard
10mm or Fibre Cement
Board 9mm

Waterproofing
Membrane

Wall Tile

Nog around Tray
Perimeter

3mm min gap between
Tray Upstand and
Wallboard

Side Upstand 120mm
min. off Floor

-

Frame to

Channel Cover / Grate Options:

1. Tileable Cover as shown,

2. Slotted Stainless-Steel Grate

3. Solid Stainless-Steel Cover
Nominal Width 85mm

Inlet dia. 40mm
Outlet dia. 40mm
Depth 120mm

Centre 65mm

METRO
Aluminium Tray

Epoxy Tile
Adhesive

—— Easy- Clean Waste ECW 4040

Concrete Slab Tray Support Pad

Factory- Adhered

Tile

Glazing
Channel

Fibreglass
Reinforcement

18mm Step

In Tray

10mm Frameless
Glass

Threshold Width 35mm

Tile Waterproofing

L

65mm
min.

NOTE:

Tray height varies
according to tray
fall length.

Contact Impresa for
a specific height.

Underfloor
Heating

Impresa Tile Showers Ltd.
Phone (09) 273 4545

Www.impresa.co.nz

email: support@impresa.co.nz

METRO SHOWER TRAY
ON-FLOOR / CONCRETE
EASY-CLEAN WASTE ECW4040

METRO




	Sheets
	08-Jan-2023_1 - METRO SHOWER TRAY-WHEELCHAIR-ACCESS TIMBER FLOOR-ALCOVE 3-WALL REAR CHANNEL ONLY EASY CLEAN WASTE ECW4040
	08-Jan-2023_3 - METRO TRAY-ON-FLOOR TIMBER- ACRYLIC WALL LINING
	08-Jan-2023_4 - METRO TRAY-WHEEL CHAIR-ACCESS CONCRETE FLOOR- ALCOVE 3-WALL REAR CHANNEL ONLY-EASY CLEAN WASTE ECW4040
	08-Jan-2023_5 - METRO SHOWER TRAY- ON-FLOOR CONCRETE-EASY-CLEAN WASTE ECW4040
	08-Jan-2023_6 - METRO TRAY-ON-FLOOR TIMBER -UNDERFLOOR HEATING-EASY CLEAN WASTE ECW 4040


