Wall Framing

Timber Battens

Hardieglaze or Seratone
Wall Lining adhered to
Timber Battens

Nog around

Channel Cover / Grate Options:
1. Slotted Stainless-Steel Grate

«—1— Hardieglaze or
Seratone

. 10mm Frameless
Glass

Threshold Width 50mm

2. Solid Stainless-Steel Cover METRO STAINLESS Hardieglaze or Tray Side Upstand Glazing
T - Nominal Width 85mm Tray Seratone Bottom Channel
ray Perimeter Edge
S _ - = - - — = — — — |+~ — —] Tile Waterproofing

8mm gap between

Wallboard and Lining NG

Side Upstand 110mm ® 65_mm

min. off Floor min.
NOTE:
Tray height varies

(] according to tray
fall length. Contact
Impresa for a
specific height.
L Easy- Clean Waste ECW 4040
Inlet dia. 40mm
Outlet dia. 40mm
Frame to Depth 120mm Floor Joist Tray Support Pad Fibreglass ~ 18mm Step Underfloor 6mm Fibre-Cement
Centre 65mm Factory-Adhered  Reinforcement In Tray Heating Tile Underlay
METRO STAINLESS TRAY

Impresa Tile Showers Ltd.
Phone (09) 273 4545

www.impresa.co.nz

email: support@impresa.co.nz

ON-FLOOR / TIMBER

EASY CLEAN ECW 4040
HARDIEGLAZE OR SERATONE / ADHERED TO TIMBER BATTENS

METRO STAINLESS
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