
Wall Framing

Wet Area Plasterboard
10mm or Fibre Cement
Board 9mm

Waterproofing
Membrane

Wall Tile

Nog around Tray
Perimeter

3mm min gap between
Tray Upstand and 
Wallboard

Side Upstand 90mm
min. off Floor

Epoxy 
Tile Adhesive

STILE
Aluminium Tray Tile

Glazing
Channel

10mm Frameless
Glass

Threshold Width
35mm 

Tile Waterproofing

Rebate Depth 
40mm min./ 50mm max. 
From Top of Underfloor 
Heating

Frame to 
Centre 100mm

Easy- Clean Waste ECW 9050
Inlet dia. 90mm 
Outlet dia. 40 or 50mm 
Depth 120mm

Floor Joist Tray Support Pad.
Factory-Adhered

Impresa Tile Showers Ltd.
Phone (09) 273 4545
email: support@impresa.co.nz
www.impresa.co.nz

STILE SHOWER TRAY

CORNER POSITION EASY CLEAN WASTE ECW9050 STILE

Underfloor 
Heating

Fibreglass 
Reinforcement

Stainless Steel Grate 
or 

Tile-Insert Cover

6mm
Fibre-Cement
Tile Underlay

Plywood / 
Compressed

Fribre-Cement

WHEELCHAIR-ACCESS/TIMBER FLOOR
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