Wall Framing

Wet Area Plasterboard
10mm or Fibre Cement
Board 9mm

Waterproofing
Membrane

Wall Tile

Nog around Tray
Perimeter

3mm min gap between
Tray Upstand and
Wallboard

Side Upstand 110mm
min. off Floor

Fibreglass
Reinforcement

Stile Stainless Tray

Tray Support Pad.
Factory Adhered

Inlet dia. 90mm
Outlet dia. 50mm
Depth 120mm

Easy- Clean Waste ECW 9050

Glazing

Channel

10mm Frameless
Glass

Threshold Width
50mm

Tile  Waterproofing

18mm Step Concrete Floor

Bead of Silicone
Sealant

Impresa Tile Showers Ltd.
Phone (09) 273 4545

www.impresa.co.nz

email: support@impresa.co.nz

STILE STAINLESS TRAY
ON-FLOOR / CONCRETE
POINT DRAIN
EASY CLEAN WASTE ECW9050

STILE STAINLESS

Tray Height
60mm



	Sheets
	20230224-1 - 2023.02.24 STILE STAINLESS STRAY_ON-FLOOR / TIMBER POINT DRAIN_ACRYLIC WALL LINING
	20230224-2 - 2023.02.24 STILE STAINLESS STRAY_ON-FLOOR / TIMBER POINT DRAIN_ACRYLIC WALL LINING
	20230224-3 - 2023.02.24 STILE STAINLESS TRAY_ON-FLOOR / CONCRETE_POINT DRAIN_EASY CLEAN ECW9050
	20230224-4 - 2023.02.24 STILE STAINLESS STRAY_ON-FLOOR / TIMBER POINT DRAIN_EASY CLEAN ECW9050
	20230224-5 - 2023.02.24 STILE STAINLESS TRAY_ON-FLOOR / CONCRETE_POINT DRAIN_HARDIGLAZE OR SERATONE/ADHERED TO WALLBOARD
	20230224-6 - 2023.02.24 STILE STAINLESS TRAY_ON-FLOOR / CONCRETE_POINT DRAIN_HARDIGLAZE OR SERATONE/ADHERED TO WALL BATTENS


